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Important Notes: 
 

This UPGRADE is applicable in all SC-DAD-F1A1A1 devices with FIRMWARE version from V3.12 to V3.12.8 

  

Figura 1  Firmware version 
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How to Upgrade the SC-DAD-F1A1A1 
 

NOTE: After the upgrade you need to reboot the device, the data acquisition will be stopped for 1 

minute. 

 

To apply the Upgrade 

1) Click on the Tools menu button from the web configuration software (to access on the web 

configurator open a web browser and type: http://xxx.xxx.xxx.xxx/ where xxx.xxx.xxx.xxx is the SC-

DAD IP) 

 

2) Insert the system password if asked (default password: root) and then click to the Login button  

 

3) Click on the Proceed button  

 

http://xxx.xxx.xxx.xxx/
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4) Click on Choose file and then select the “upg_dad_from_v3-12-X_to_v3-12-9.bin” file. 

Use Send button to start the upgrade  

 

5)  Wait for the end of upgrade procedure  

 

6)  Click the Reboot button into the Tools menu  

Wait One minute and open the web configurator again (to access on the web configurator 

open a web browser and type: http://xxx.xxx.xxx.xxx/ where xxx.xxx.xxx.xxx is the SC-DAD 

IP) and check the Firmware version (it should be v3.12.8). 

http://xxx.xxx.xxx.xxx/

